
Single to quad station options for flexible capacity

Pneumatic actuators shake and discharge material with precision 

Reduces bridging of difficult-to-flow materials

Forklift-compatible frame for quick bag loading

Integrated auger doses material directly into pipework or conveying line

Adjustable timer and variable speed controls for auger discharge

Fully guarded, with emergency stop and isolator for safe operation

 

 

 

 

 

SIMPLIFY BULK BAG 
HANDLING

Purpose-built for efficient, safe, and 

continuous material intake from bulk bags.



Purpose-built for efficient, safe, and continuous material 
intake from bulk bags.
Telford Smith’s Debagging Station is engineered for high-
throughput performance and minimal operator intervention. 
Available in single, double, triple, or quad station configurations, 
it helps reduce manual handling, airborne dust, and downtime. 
It’s the ideal solution when free-flowing materials are not an 
option—particularly where bridging, clumping, or inconsistent 
feed rates are a challenge. Whether supplied as a standalone unit 
or integrated into a larger system, it delivers efficient, consistent 
results.

Applications
- Plastics manufacturing

- Pipe and profile extrusion

- Compounding and reprocessing

- Material intake for recycling systems

Easy to Maintain
- Weekly access checks for pneumatics and fan filter

- Monthly inspection of regulator

- Greased bearings every six months

- Straightforward load, start, and stop process

Purpose-built by Telford Smith with the customer in 
mind. Proven design, built to last.

Book a consultation to discuss how this 
Debagging Station can fit your operation. 
Scan the QR code or visit website.

CONTACT US TODAY!
P +61 3 8792 9777           E sales@telfordsmith.com.au 

www.telfordsmith.com.au

250 Hammond Road

Dandenong South, 

3175 Victoria, Australia
Single Debagging Station Double Debagging Station Quad Debagging Station 

Features Specification

Station Type Single, Double, Triple, or Quad

Bag Size Up to 1.8m bulk bags

Dimensions From (L x W x H) 2320mm x 1784mm x 4207mm (Single)

Motor (per station) 1.5kW (Nord), 0-20 RPM

Pneumatics 6 bar, solenoids, cylinders, and controls included

Safety E-Stops, isolator, guarded access, and non-contact safety switch

Controls Manual or timed operation with dial-set speeds

This system is built for operators dealing with non-free-flowing or tricky materials. The combination of pneumatic shaking and pusher 
mechanisms ensures consistent discharge, even with difficult materials. While it can be delivered as a standalone unit, Telford Smith 
also designs and supplies upstream and downstream equipment—like hoppers, conveyors, and blowers—configured to your specific 
production requirements.

FLEXIBLE TO FIT YOUR NEEDS

TECHNICAL SPECIFICATIONS


