STANDARDS

TELFOUORLOD

Quieter plant environment: Improves communication around equipment and reduces noise
complaints from adjacent work areas or neighbouring sites.

Reduced project cost: Less need for secondary acoustic enclosures or retrofits — a low-cost
option compared to building insulation and equipment isolation.

One-off expense, no running costs: Improves acceptance of high-capacity blowers in
noise-sensitive environments with zero ongoing operational expense.

Flexible installation: Adaptors to suit most blower and pipe connections. 90° bends available
to raise suction position off the ground — preventing blowers from sucking in rubbish and dirt.

Robust construction: Galvanised mild steel body for corrosion resistance in wet, dusty
environments — ideal for waste, recycling, and plastics processing.

Low Maintenance: No moving parts. Inspect annually for debris or corrosion. Designed for
continuous industrial duty, not just test-bench performance.




Applications

- Recycling plants DESCRIPTION

- Plastics processing lines

- Bulk bag feeding / debagging stations
- Pneumatic conveying systems

Reduces blower noise energy by up to 75% — quieter blowers without compromising airflow or performance. The Telford Smith Silencer
is engineered for seamless integration with most industrial blowers, delivering meaningful acoustic attenuation where it matters most.

- Dust extraction and filtration systems

- Vacuum pump exhausts TECHNICAL SPECIFICATIONS

Easy to maintain Model TS-150 TS-200-P TS-250-P

- Annual visual inspection for corrosion or debris blockage Series Silencer Silencer-PRO Silencer-PRO
- Clean internal baffles if material carryover occurs

- No scheduled servicing — passive design ensures long service life Flange DIA 2150 mm @200 mm @250 mm
Body DIA @ 350 mm @ 400 mm @ 450 mm

Flexible to fit your needs

This silencer is built to pair directly with most industrial blowers — CLT)r SOOI LA L

reducing noise where operators work and communities listen. While Weight Approx 7kg 17kg 25kg

it can be delivered as a standalone unit, Telford Smith also designs

and supplies upstream and downstream equipment — including our Material Galvanised Steel Galvanised Steel Galvanised Steel
Industrial Blowers, Debagging Stations, Pre-Cleaners, and Cyclones —
configured to your specific production requirements. 90° bends enable
routing in space constrained installations and help elevate suction Mesh Inlet Guard Option Included Included
points away from ground-level debris.

Typical Installation 150mm Ducting 2.2 and 4kW Blowers 7.5, 11 and 15kW Blowers

Acoustic Insert NA Included Included

Accessories Adaptors to suit most pipe connections, (a) 20° Bend, (b) Mesh Inlet Guard, (c) Inlet Filter
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